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Quidview 2.10 (V1.0)
1.
Quidview 2.10 Quidview! 3Com .
3Com :
’ 0SS .
» Quidview : Quidview
’ 5 5 5 RMON
: Traffic View . —_—
({SNMP?} . V1 V3 , SNMP VZ2c.

2. Quidview for Windows

2.1.
( / D
1 Quidview
2
3
4 Ping
5 5 . CPU
CPU
6 Openview- NZ2000
2.2,
2.2.1. Quidview
1. NMS  Windows “ ” Quidview Ethernet Switch Manager
Router Manager: admin, quidview: .
2- Quidview: a
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2.2.2 .
1. admin Quidview;
2'\ 1] m / 11 n . IP ,
{ !
3‘\ L
1‘\ 1 1 1 NMS
2'\ ) [13 M ,
2.2.3 .
1. Quidview bin : olog.txt :
[2003-01-24 14:50:30] admin, 8448( null ): : admin = 0
[2003-01-25 13:59:09] admin, 8448( null ): ; admin = 0
Quidview : a
2.2.4.
1. Quidview “ * /Pings ping <IP> P
2- Reply from...

2.2.5.

[ping] ping 203.99.64.101

[ping] Pinging 203.99.64.101 with 32 bytes of data:

[ping] Reply from 203.99.64.101: bytes=32 time<1Oms TTL=128
[ping] Reply from 203.99.64.101: bytes=32 time<lOms TTL=128
[ping] Reply from 203.99.64.101: bytes=32 time<lOms TTL=128
[ping] Reply from 203.99.64.101: bytes=32 time<l1lOms TTL=128
[ping] Ping statistics for 203.99.64.101:

[ping] Packets: Sent = 4, Received = 4, Lost = 0 (0% loss),
[ping] Approximate round trip times in milli-seconds:
[ping] Minimum = Oms, Maximum = Oms, Average = Oms
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2.2.6.

1'\ 1 CPU 1 1 o

2G;

1.

3. Quidview for UNIX

CPU 50% : 60%

3.1.
1 Quidview
2
3
4
5 NMS 5 ~ CPU
CPU
6
3.2.
3.2.1. Quidview
1. ( LAN Manager ) +  Quidview bin
EthernetSwitchManager.bin:
2. admin, quidview.
1.
2‘\ L h h
3.2.2.
1. 222
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3.2.3.
1. olog.txt Quidview bin
2. UNIX » Solaris » /var/adm /var/log messages-
syslog .
1. warning. panic
3.2.4.
1'\ 2.2.4n
1.
3.2.5. NMS
1. + UPS :
2'\ H df —k ] 90%;
3. : vmstat » free memory K : 70%;
4. CPU : vmstat » idle time 50%.
: vmstat 3 , 3
HOSTNAME:>vmstat 3 3
procs memory page disk faults cpu
rbw swap free re mf pi po fr de sr sO s6 -- -- In sy cs us sy
id
000164928 338824 0 3 2 0 0 0 0 O 0 O O 124 153 66 0 O
100
000 1846040 3368000 1 0 O 0 O O 0 O O O 124 129 64 0 O
100
000 1846040 3368000 0 0 0 O O O O O O O 124 156 78 0 O
100
free=free memory. id=idle time. free memory 336M 338M + CPU
100. Solaris a
3.2.6.
1‘\ L
2- Quidview .
1. "
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4. Quidview FAQ

4.1.

Solaris ?
: boot cdrom —s
fsck /dev/dsk/cOt0d0sO
mount -F ufs /dev/dsk/c0t0d0sO /mnt
TERM=ansi: export TERM

/mnt/etc/shadow : root

root a

Sun {Sun/Solaris}
’ ’ <Stop + A> ’ “OK”
' “boot cdrom” ' o
Sun IP {Sun/Solaris}
P
“[etc/hosts” ’ P
“[etc/netmasks” : :
IP " “10.110.1.1 255.255.0.0".
Solaris {Sun/Solaris}
Solaris: CD-ROM:

Solariss o

Solaris hostl /cdrom host2 i IP 129.9.111.111,

08:20:30:8f:31:4c! ,

129.9.111.111 — 08:20:30:8f:31:4c —s host1:/cdrom/cdrom0/s0 host2 sun4u { Ultra

Sparc sun4m? .  host2

Sun
/etc/hostname.hmeO

/etc/hosts

/etc/nodename

hostl /cdrom/cdromO/sO/Solaris-2.6/Toolss

OK

boot net

{Sun/Solaris}

H

MAC

Solaris

#./add_install_client -

sun4us
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CD-ROM {Sun/Solaris)

SUN CD-ROM : CD-ROM /cdrom :

CD-ROM , /cdrom -
CD-ROM: SCsI : CD-ROM , :
CD-ROM /cdrom .
: CD-ROM .
# eject
CD-ROM , CD-ROM
“Device busy” :

# letc/rc2.d/S92volmgt stop

# letc/rc2.d/S92volmgt start

CD-ROM : CD-ROM : OK

OK boot cdrom
CD-ROM -

OK
OK probe-scsi

SCsSI : CD-ROM -
ftp root {Sun/Solaris}
» Solaris8 : root ftp .
root ftp, , “
root , /etc/ftpusers : root : ,

ftp root o
4.2,
WhatsUp Gold ?

“Create a blank map” : “Discover and map network

devices” :
NE ?
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, 600x%800; 1024x768, .
UNIX install.bin?
install.bin : chmod
install.bin
UNIX s ltemp ?
“df’ , { 3 s
“/home/tmp” ' i 1o
IATEMPDIR=/home/tmp
export IATEMPDIR
Openview, Trap ?
[Options/Event Configuration]s , “category” ! “Logonly”
! snmpTraps “Logonly”, “ Status
Alarm”, Trap “Status Alarm Browser”
UNIX ’ PING ?
PATH: $PATH /usr/sbin/ .
srvbuild Backup Server , dump BackupServer, ?
server “sp_addserver SYB_BACK., nulls Server " Server.
4.3,
“telnet ", s Telnet
telnet : telnet :
telnet .
Sun HP “telnet , “telnet”
Sun HP telnet : “ fusr/dt/bin/detterm” - detterm
, telnet detterm .
VLAN ’
: VLAN , L2/L3 , L2 , VLAN .,
Quidview
Ping - Ping Quidview ,
SNMP
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telnet
SNMP

community

Quidview

SNMP

* )

: S6506

S3526 1.

IGMP Snooping GMRP
PVLAN VTP

GVRP PVLAN :
GVRP VTP

PVLAN VLAN Trunk

S3026FM/FS

Agent

RMON

#cluster run '

#no enable pass

, : telnet10.110.99.83

24 ~ S3526

9. 17 S6506 S5516

. S3026FM/FS

“

telnet '

enable password.

enable :

telnet

: 88_2.52026(config)#show snmp

>

8 . S3026V/S3026 4 ;

#no cluster run

#privilege level 15
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4.4. Traffic View

] < > -] L
TrafficView
: TrafficView ' o
) ) ?
TrafficView ’ ' o
Windows ’ TrafficView s
Windows '
45,
ftp ’
ftp : [ : interfaces
1 binary : . ftp :
ASCII : “bin” binary : .



